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Gauge Stage Changes

Start and End Date Minor Moderate Major
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1924 to 3/10/1940 

Narly half of the town will be inundated. Maple Avenue will be flooded north of Jackson to the intersection with Spring Avenue. Kuyendall Lane and Main Street will be under water and a 

large part of Main Street and adjacent roads will be inundated. Water will be approaching the main floor of the chicken processing plant.

Near record flooding expected. The entire town on the left bank of the South Fork will be flooded. Water will begin to inundate Washington and Elm, Winchester and 

North Main, and Ashley and Spring Streets.

The river overflows mainly low lying areas.

Water begins to flood pastureland south of town.

Water will begin to inundate the sewage treatment plant. Water begins to flood Town Run Road and areas from the high school northward begin to flood. On the south 

end of town, Rohrbaugh Street south of the railroad tracks will begin to flood.

Water will be approaching the northern boundary of the business district.

Water reaches the railroad bridge just south of town.

Flood Impacts

3/11/1940 to Present

South Fork South Branch Potomac River near Moorefield, West Virginia

Latitude: Longitude:

Major Basin: Sub Basin: Minor Sub Basin:

39°00'44" or 39.012222° N 78°57'23" or 78.956389° W

Potomac South Branch Potomac South Branch Potomac

Period of Record (used in flood frequency) Outside Period of Record (not used in flood frequency)


